
Manitou MT1335

Cranes
Access

Transport
Contract Lifting

Training

Southern Cranes & Access Ltd
Pollards Way, Southwater, Horsham, RH13 9AQ

Access hire: 01403 339105  .  Crane hire: 01403 790874
sales@southerncranes.co.uk  .  www.southerncranes.co.uk



Southern Cranes & Access Ltd
Pollards Way, Southwater, Horsham, RH13 9AQ

Access hire: 01403 339105 . Crane hire: 01403 790874
sales@southerncranes.co.uk . www.southerncranes.co.uk 13 October 2016

Manitou MT1335
Performance
Lifting height ....................................................12.55 m
Lifting capacity ...............................................3,500 kg
Drawbar pull ...............................................9,800 daN
Breakout force ...........................................6,400 daN
Moving speed ..................................................25 km/h

Times
Lifting time (unladen)...........................................9.8 s
Lowering time (unladen).....................................8.2 s
Boom extension time (unladen).....................14.2 s
Boom retraction time (unladen).......................9.7 s
Crowd ........................................................................2.7 s
Dump .........................................................................2.8 s

Engine
Energy ....................................................................Diesel
Power ....................................................................75 kW
Max. Torque......................420 Nm @ 1,400 tr/min
Total capacity .............................................3,400 cm3
Injection ................................................................Direct
Cooling ..................................................................Water
Transmission type.......................Torque converter

Dimensions
1. Front wheel centre to carriage................1.80 m
2. Wheelbase.......................................................2.88 m
3. Rear wheel centre to rear face................1.18 m
4. Overall width of cab.....................................0.88 m
5. Ground clearance.........................................0.41 m
6. Overall length to carriage..........................5.86 m
7. Inside tyre width...........................................1.87 m
8. Overall width..................................................2.28 m
9. Overall width (stabilizers lowered).......2.28 m
10. Overall height..............................................2.42 m
Turning radius ....................................................3.85 m
Weight (unladen) ..........................................9,100 kg

Machine on tyres with forks

Machine on stabilizers with forks
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